TEMPORARY STOCKPILES

1. ALL STOCKPILES MUST BE PROTECTED FROM WIND, RAIN, AND STORMWATER RUNOFF WHEN NOT ACTIVE, AT THE END OF EACH WORK DAY, AND PRIOR TO PREDICTED RAIN.

2. UNCONTAMINATED SOIL MUST BE COVERED AND SURROUNDED BY LINEAR SEDIMENT BARRIER.

3. AGGREGATE BASE, CONCRETE RUBBLE, AND ASPHALT CONCRETE RUBBLE MUST BE SURROUNDED BY LINEAR SEDIMENT BARRIER.

4. BAGGED MATERIALS (E.G., QUICKCRETE, CEMENT, STUCCO, SOIL AMENDMENTS, ETC.) MUST BE PLACED ON A PALLET AND COVERED.

5. COLD MIX ASPHALT MUST BE PLACED ON A TARP OR PLASTIC SHEET, AND COVERED.

6. TREATED WOOD AND USED WOOD FORMS MUST BE COVERED.

SANITARY FACILITIES

1. TEMPORARY SANITARY FACILITIES SHOULD BE LOCATED AWAY FROM DRAINAGE FACILITIES, WATERCOURSES, AND FROM TRAFFIC CIRCULATION. IF SITE CONDITIONS ALLOW, PLACE PORTABLE FACILITIES A MINIMUM OF 50 FEET FROM DRAINAGE CONVEYANCES AND TRAFFIC AREAS.

2. SECURE SANITARY FACILITIES TO PREVENT OVERTURNING WHEN HIGH WINDS ARE EXPECTED.

3. TEMPORARY SANITARY FACILITIES MUST BE EQUIPPED WITH SECONDARY CONTAINMENT TRAYS TO PREVENT DISCHARGE OF POLLUTANTS. SANITARY FACILITIES MUST BE INSTALLED APPROXIMATELY LEVEL.

4. ARRANGE FOR REGULAR WASTE COLLECTION, DO NOT ALLOW SANITARY FACILITY TO BECOME OVERFULL.