SOLAR PANEL, WITH OR WITHOUT INTEGRAL CONTROLLER UNIT (CONFIGURATION Varies)

SEPARATE CONTROLLER UNIT (CONFIGURATION Varies)

3" OR 36" W11-2 SIGN (SEE NOTE 1)
OR
36" SI-1 SIGN (IN SCHOOL ZONE ONLY)

RRFB LIGHT BAR (2 PER POLE)

SIDE-EMITTING PEDESTRIAN CONFIRMATION LIGHT (IF SPECIFIED)

W16-7P SIGN (24"X12")

TYPE 1-A POLE PER CALTRANS STD. PLAN ES-7B
OR STREET LIGHT POLE, AS SHOWN ON PLANS

R62E(CA) SIGN

PUSH BUTTON ASSEMBLY

3'-6" (CODE MIN)
4'-2" (PREFERRED MIN)
CLEAR WALKWAY

6'-0"

2'-0" DIA

PRE-APPROVED PRODUCTS:
CARMANAH R920: FOR INSTALLATIONS IN FULL SUN AND WHERE CONNECTION TO PG&E POWER IS NOT REQUIRED.
CARMANAH SC315: FOR INSTALLATIONS IN SHADE OR WHERE CONNECTION TO PG&E POWER IS REQUIRED.
CARMANAH SC315: IF SIDE-EMITTING PEDESTRIAN CONFIRMATION LIGHTS ARE REQUIRED.

OTHER PRODUCTS, IF PROPOSED, MUST BE SUBMITTED FOR CITY ENGINEER'S APPROVAL PRIOR TO PERMIT ISSUANCE.

NOTES
1. 30" W11-2 SIGN PANEL IS ONLY ALLOWED ON SINGLE LANE (ONE LANE EACH DIRECTION), LOW SPEED STREETS. FOR HIGHER SPEED LIMITS AND MULTI-LANE STREETS, USE 36" W11-2 SIGN PANEL. A 13" (MIN) POLE IS REQUIRED FOR THE LARGER SIGN PANEL.

CITY OF MONTEREY
DEPARTMENT OF PUBLIC WORKS
580 PACIFIC STREET, MONTEREY, CA 93940

RECTANGULAR RAPID FLASHING BEACON (RRFB)

DETAIL

552